HsarFe RAIR

DOWCO

FORMED LOUVER

Weather Protective Blade Louver in 27, 4 or 6 thick frame design Model LFF

Features — Traditional design with blades fixed at a 30° angle in a clean architecturally appealing style.

STANDARD CONSTRUCTION

FRAME

LFF-02” (51) thick, is 20 gauge (1.0) galvanized steel in style #2
LFF-04" (102) thick, is 20 gauge (1.0) galvanized steel in style #2
LFF-06" (152) thick, is 20 gauge (1.0) galvanized steel in style #2

BLADES

LFF- 027, (51) are 20 gauge (1.0) galvanized steel, approx. spacing is 1 1/2" (38) @ 30°
LFF- 04", (102) are 20 gauge (1.0) galvanized steel, approx. spacing is 3" (76) @ 30°
LFF- 06", (152) are 20 gauge (1.0) galvanized steel, approx. spacing is 4" (102) @ 30°

MAXIMUM SIZE

Unlimited, with mullions, structural bracing supplied by others

MAXIMUM SINGLE SECTION
120"w x 84h or 84"w x 120"h
(allows for best handling)

MULLIONS
Visible

MINIMUM SIZE
12" W x 12" H (305 x 305)

UNDERSIZED

3/8” (10) under ordered size unless specified Exact or Actual

SCREEN

15" (13) wire mesh 19 gauge (1.1) galvanized bird screen no frame

FINISH
Mill

OPTIONAL CONSTRUCTION
FRAME — Available in a heavier construction up to 10 gauge (3.5)
BLADES - Available in a heavier construction up to 12 gauge (2.7)
SPECIFIED MATERIAL — Aluminum, Stainless or as requested
SCREENS - Many styles available please consult screen listing
MULLIONS - Invisible for enhanced architectural appearance.
FINISH — Air-dry primer, polyurethane, epoxy, or enamel. Baked epoxy or

enamel. Kynar ( Kynar limitations on steel.)

MULLION STYLES

Visible Invisible
SPECIAL PURPOSE CONSTRUCTION
Special shapes; Round, Triangle, Trapezoid, Octagon, etc.
Fully welded assembly
Security bars
Filter racks
Hinged as walk through door or for swing out access
Sleeved for ductwork connection FRAME STYLES
TYPICAL SCREEN STYLE
v 2 2 2
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1- Flange (1.5") 2 — Channel 7- Channel with 9 - Flange
Wire Mesh Sill Extension with Sub Frame
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HsarFe AR
DOWCO L EF PERFORMANCE SPECIEICATIONS

All free area calculations made in accordance with AMCA standards.

FREE AREA CALCULATIONS IN SQ. FT.

WIDTH

meres T 12 | 18 | 24 1 30 | 36 | 42 | 48 | 54 | 60 | 66 | 72 | 78 | 84 | 90 | 96
12 -02 44 .69 .93 117 141 1.66 190 214 238 263 287 311 335 360 3384
-04 .39 .61 .83 1.05 1.27 1.49 171 193 215 237 259 281 3.03 325 347
-06 .38 .60 .82 1.03 125 1.47 169 191 212 234 256 278 299 321 343
18 -02 77 118 160 202 243 285 327 369 410 452 494 536 577 619 6.61
-04 .66 1.03 140 178 215 253 290 328 365 403 440 478 515 552 590
-06 .63 .99 135 171 207 243 279 315 351 386 422 458 494 530 5.66
24 -02 104 161 218 275 332 389 445 502 559 6.16 6.73 730 7.87 843 9.00
-04 .93 145 198 251 304 357 410 463 516 568 6.21 674 727 7.80 833
-06 .98 154 211 267 323 379 435 491 548 6.04 660 7.16 7.72 828 8.84
30-02] 135 209 283 357 431 5.04 578 652 726 8.00 873 947 10.21 1095 11.69
-04 120 188 256 324 393 461 529 598 666 734 802 871 939 10.07 10.76
-06 123 194 264 334 405 475 546 6.16 686 754 827 898 9.68 10.38 11.09
36-02] 165 255 345 435 525 6.15 7.05 795 885 975 10.65 11.55 1245 13.35 14.25
-04 146 230 314 398 481 565 6.49 732 816 9.00 9.84 10.67 1151 1235 13.18
-06 158 249 340 430 521 6.11 7.02 792 883 9.73 10.64 1154 12.45 13.35 14.26
42 -02| 194 3.00 406 512 618 7.24 8.29 935 1041 11.47 1253 1359 14.65 1571 16.76
-04 173 273 372 471 570 6.69 7.68 867 9.66 10.66 11.65 12.64 13.63 14.62 1561
-06 185 290 396 5.02 6.07 713 818 9.24 10.30 11.35 12.41 13.46 1452 1558 16.63
48 -02 226 349 472 595 7.19 842 9.65 10.88 12.11 13.35 1458 15.81 17.04 18.27 19.51]
-04 200 315 430 544 659 7.73 8.88 10.02 11.17 12.31 1346 14.60 15.75 16.89 18.04
-06] 219 344 468 593 7.18 8.43 9.68 10.93 12.18 13.43 14.68 1593 17.18 18.43 19.67|
253 391 529 667 805 943 10.81 12.19 1357 1494 16.32 17.70 19.08 20.46 21.84
-04 227 357 487 6.17 7.47 877 10.07 11.37 12.67 13.97 15.27 16.57 17.87 19.17 20.47
-06] 2.46 387 528 6.69 810 950 1091 12.32 13.73 15.14 16.54 17.95 19.36 20.77 22.18|
60 -02 285 440 596 751 9.07 10.62 12.18 13.73 15.29 16.84 18.39 19.95 2150 23.06 24.61
-04] 254 400 545 691 836 9.81 11.27 12.72 14.17 15.63 17.08 1854 19.99 21.44 22.90
-06| 279 438 597 757 916 10.75 1235 1394 1553 17.13 18.72 20.31 21.90 23.50 25.09
66-02| 3.13 483 654 824 995 11.66 13.36 15.07 16.77 18.48 20.18 21.89 23.60 25.30 27.01
04| 281 442 603 764 925 1085 12.46 14.07 1568 17.29 18.89 20.50 22.11 23.72 25.33
-06] 3.08 484 660 836 1012 11.88 13.64 15.40 17.16 18.92 20.68 22.44 24.20 25.96 27.72
72-02| 344 531 7.9 9.06 1094 12.81 14.69 16.56 18.44 20.31 22.19 24.07 2594 27.82 29.69
04| 3.08 485 661 837 10.13 11.89 1366 1542 17.18 18.94 20.70 22.47 2423 2599 27.75
-06] 339 533 726 920 11.14 13.07 15.01 16.95 18.88 20.82 22.76 24.69 26.63 28.57 30.50
78-02| 3.74 577 7.81 9.85 11.88 13.92 1596 18.00 20.03 22.07 24.11 26.15 28.18 30.22 32.26
-04| 335 527 719 9.10 11.02 12,93 14.85 16.77 18.68 20.60 22.52 24.43 26.35 28.27 30.18
-06| 3.70 581 792 10.03 12.14 1426 16.37 18.48 20.59 22.70 24.82 26.93 29.04 31.15 33.27

84 -02| 4.03 6.22 842 1061 1281 1501 17.20 19.40 2159 23.79 25.99 28.18 30.38 32.57 34.77
-04] 362 569 776 9.83 1191 13.98 16.05 18.12 20.19 22.26 24.33 26.40 28.47 30.54 32.61
-06|] 3.99 6.27 855 10.83 13.11 1539 17.67 19.96 22.24 2452 26.80 29.08 31.36 33.64 35.92

90-02 434 671 9.08 1145 1382 16.19 1856 20.93 23.30 25.66 28.03 30.40 32.77 35.14 37.51
-04| 3.89 6.12 834 1057 1279 1502 17.24 1947 2169 23.91 26.14 2836 30.59 32.81 35.04
-06| 431 6.78 924 11.70 14.17 16.63 19.10 21.56 24.02 26.49 28.95 31.42 33.88 36.35 38.81

96-02| 461 7.13 965 1216 14.68 17.20 19.71 22.23 24.75 27.26 29.78 32.30 34.81 37.33 39.85
-04| 416 654 892 1130 13.68 16.06 18.44 20.81 23.19 25,57 27.95 30.33 32.71 35.09 37.47
-06| 459 722 9.84 1247 1509 17.71 20.34 22.96 25.59 28.21 30.84 33.46 36.09 38.71 41.33
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